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CONFIGURACION DE BULTOS DE PANELES AISLADOS

Producto Espesores 
mm

Cantidad 
por bulto Producto Espesores 

mm
Cantidad 
por bulto

Fire Proof PT-40 50 13 Frigo Proof Wall 50 20

Fire Proof PT-40 80 10 Frigo Proof Wall 75 13

Fire Proof PT-40 100 8 Frigo Proof Wal 100 10

Fire Proof PT-40 150 6 Frigo Proof Wall 150 7

Fire Proof PT-60 50 13 Frigo Proof Wall 200 5

Fire Proof PT-60 80 10 Frigo Proof Wall 250 4

Fire Proof PT-60 100 8 Frigo Proof Wall Pro 50 20

Fire Proof PT-60 150 6 Frigo Proof Wall Pro 75 13

Fire Proof Wall 50 20 Frigo Proof Wall Pro 100 10

Fire Proof Wall 80 13 Frigo Proof Wall Pro 150 7

Fire Proof Wall 100 10 Frigo Proof Wall Pro 200 5

Fire Proof Wall 150 7 Frigo Proof Wall Pro 250 4

Fire Proof Wall Pro 50 20 Thermo Fire PT-40 30 18

Fire Proof Wall Pro 80 13 Thermo Fire PT-40 50 13

Fire Proof Wall Pro 100 10 Thermo Fire PT-40 80 10

Fire Proof Wall Pro 150 7 Thermo Fire PT-40 100 8

Frigo Proof PT-40 50 13 Thermo Fire PT-60 30 18

Frigo Proof PT-40 75 10 Thermo Fire PT-60 50 13

Frigo Proof PT-40 100 8 Thermo Fire PT-60 80 10

Frigo Proof PT-40 150 6 Thermo Fire PT-60 100 8

Frigo Proof PT-40 200 4 Thermo Fire Wall 30 33

Frigo Proof PT-40 250 4 Thermo Fire Wall 50 20

Frigo Proof PT-60 50 13 Thermo Fire Wall 80 13

Frigo Proof PT-60 75 10 Thermo Fire Wall 100 10

Frigo Proof PT-60 100 8 Thermo Fire Wall 150 7

Frigo Proof PT-60 150 6 Thermo Fire Wall Pro 50 20

Frigo Proof PT-60 200 4 Thermo Fire Wall Pro 80 13

Frigo Proof PT-60 250 4

Altura Máxima del Bulto, sumando el Taco:	 1100 mm 

Altura solo paneles:	 1000 mm


